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This instruction m.r.u.1 b ossd to describe multiple models listed -bo v.. 

Model *v»ilibilitv and features (funclionsl may differ dep«nding on the country and 



About the supplied remote control (RC-RC7MI . . . 

Compared to standard remote controls, tha remote control supplied with this receiver has 
several operation modes. THese modes enable the remote control to control other audio 
components. In order to effective ly use the remote control i t is i mponant to reed the operating 
instructions and obtain a proper understanding ot the remote control and how lo switch its 
operation modes letc I. 

Using the remote control without completely understanding its design and how to switch the 
operation modes may result in incorrect operations. 
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Unbts ate designed lor operation as follow*. 
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"AC mtoff selection 

The AC voltage selector Switch on ihe rear panel is set 10 
lt*V voltage tnat prevails «i the area 10 wfiic* the unit is 
shipi>ed. Belore connecting 1 he power coid to vou< AC 
outlei. mare su re thai (ho selling position of this Switch 

maicties vour line voltage II not. 11 must be set to you 
voltage in accordance with the following direction 



AC voltage **l»ci-» switch 




Move switch tever 10 match your line voluge «*ih a 
?m*i suewdrivei -oi other doipkO toot 

Note: 

Out wartantv does noi cover damage ceysed by e«cessive 
line voil-ago due to improper sotting of the AC voltage 
selector switch. 



Safety precautions 



WARNING : 

TOPREVENTFIREOR ELECTRIC SHOCK. DO NOT EXPOSE 
THIS APPLIANCE TO RAIN Oft MOISTURE 



A 



CAUTION 



ptS> sir ri rc.TB ic vnci 

DQHOto'lU 



A 



CAU TIOH-TO REDUCE T HE RISK OF ELECTA. IC SHOCK. DO N QT 
REMOVE COVER (OP BACK.! NO USE* SERVICEABLE PARIS 
INSIDE. REFER SERVICING 10 QUALIFIED SERVICE PERSON- 
NEL 



A THE LIGHTNING FLASH WITH A RROWHEAD SYMBOL. 
WtTHIMArJ EQUILATERAL TRIANGLE. IS INfEWEO TO 
ALE RTTHF USER TO THE PRESENCE Of UNINSULATEO 
* DANGEROUS VOLTAGE" WITHIN THE PRODUCTS ENCLO- 
SURE THAT MAY BE OF SUFFIC IENT MAGNITUDE TO CONSTI- 
TUTE A RISK OF ELECT fl»C SHOCK TO PERSONS 



A THE EXCLAMATION POINT WITHIM AN EQUILATERAL 
Mm TRIANGLE IS INTENDED TO ALERT THE USER TO THE 
* m PPESEh*CE 0FIMPOPTAN1 OPERATING AMD MAINTE- 
NANCE (SERVICING) INSTRUCTIONS IN THE LITERATURE AC- 
COMPANYING THE APPLIANCE. 



Unpacking 



I accessories 



Unpack the unit carefully and make sum that i 
aw pot aside so they will not be lost 
Examine the unit <0' any possib-iity ot shipping damage » 
your unit is damaged « tails to operate, notify your doaWsf 
immediately. If your unit was shipped to you directly, notify 
Trie shipping company wii notit delay Onty the consignee (the 
person or company receiving the umtl can filea claim aga"*Sl 

the carrier lot shipping damage. 

We lecommend Own you retain the original caf 10" and pack- 
ing matenals lor use should -you transport or snip the unit m 
the lututo 

Keep this manual handv **' future reference. 



Accessories 

FMnttoOi antenna |l 
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Remote conirol unit 11 1 
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Ben»n« «ft<Xi<AA> (2i 



"AC dug adaptor (I) 




'Use to adapt the cfug on (lie 
power cord to the shape of (he 
»eii ouiiot 

lAcceSWfy Oily regions 
Mhi-io jsp is <ieca?s<*ry I 



Maintenance of the set 

When the front panel or case becomes duty, wipe with a 
soft, dry cloth. Do not use thinner, beniine. alcohol, etc 
ftx these agents may cause OiscooiBiion- 



fn regard to contact cleaner 

Do not use contact cleaners because it could cause a 
malfunction 6e specally careful not to use contact clean- 
ers containing oil. for tnev mav deform the plastic compo- 
nent. 




Special features 



MONITOR 

The TAPE2/M0NITOR lacks of trus umi accept the connec- 
llon of a cassette deck, graphic equalise', surround proces- 
sor, eic When a 3-h-eadl cassette dec** >s connected 10 the 
TAPea/MONITOH jwks. it is possible to monitor the sound 
which has- |usi teen recorded during recording -Cfij 

Station preset 

This unit incorporates a function for storing received stations 
n preset memory v>th a simple operation It >a very conve- 
nient to preset trie stations you like-. Trie oresat stations can 
be recalled also very easily -USJ 

Remote controllable audio function 

Bv Connecting KENWOOD source components Sue" as a 
cassette dock and CD payer through system control connec- 
tion, the bas«c operations 0' Ihose components can be corv 
trolled Irom the remote control unit provided with this unit A 

single remote control unit canconlroHheentiro audio system 
easily 

New "TRAIT transistor (£xcepl Av USA ami Canada) 

The new developed "TRAIT" transistor with extremely supe- 
rior temperature characteristics is used in this amplifier's 
amplification circuit. Through the use of this transistor, distor- 
tion generated because of temperature change is kept to a 
minimum resulting In "pure" sound reproduction. 

K- STAT Discrete Audio Amplifier 
1FofU.$.A. and Canada* 

Exclusive Kenwood-developed output circuitry incorporating 
a thermal compensator! sensor inside the power transistor 
housing. This elimnates any amplifier warm-up period and 
allows, the amplifier to instantaneously adjust to temperature 
changes, greatly improving sound quality and consistency at 
all volume levels. 

K-STAT Is me wood's first transistor designed specifically f« 
audio amplification purposes 



How to use this manual 



Contents 
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Caution : Read the pages marked 1. carefully to ensure 
1 operation. 
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This manual Is divided in to three sections. Preparations. 
Operations, and Other. 



Shows vou how to connect your audio components to the 
receiver 

We've tried to make setting up your system as easy as 
possible However, s-mce this receiver works with all of your 
audio components, connecting the system can be fairty 
complex 

Operations 

Shows you how to operate the various functions available 
from me recewer. 

Other 

Shows you additional Information such as- "In case of diffi- 
culty" Itroiubleshooting) arvj ••c^Je^*flcatlons.• 




As an EhlERGV Stah® Partner. Kenwood Corporation 
has determined that this products rr*eets the ENERGY 
STAR® guidelines for ene* gy efficiency. 
This product can save energy Saving energy reduces air 
pollution and lowers utility bills, 



Make connections as shown below. 

When connecting the related system components. be 

sure to also refer lo the Instruction manuals supplied 

with the componenta you are connecting. 

Do not connect the power cord to a wall outlet until all 

connection* ara completed. 



Microcomputer matfunction 

il operation is not possible or an sroneovs display ap- 
pefl'S. even though all connections hav*i Oeen maoe 
properly, reset the m>crocof"DU'e' referring 10 "In case of 
diMieuKy". -USJ 



CAUTION (Except for USA. and Canada) 

Be sure to edhere following*. Or proper ventilation, 
will be blocked causing damage 01 lire harord. 



■ Do not place any obiects .mpaifing heat radiation onto 

the lop of unit, 
• Leave a space around Ine unit (from the largest outside 
dimension including pfO|ectionl equal ox greater than, 
shown below 



Top panel 
S*» panel 
Back panel 



50 cm 
10 cm 
10 cm 



CAUTION (For U.S.A. and Canada) 

Be sure to adhere following*. Or proper ventilation 

will be blocked causing damaga or lire hazard. 

• Do not place any objects impairing heat radiation onto 
the too of unit. 



Notes: 

1 . Be sure to insert -ail connection cords securely. If their 
connections are imperfect, tne sound may not be dio- 
duced or noise may interfere. 

2. Be sure to remove the power cord from the AC outlet 
Deface plugging or vnplgggmg an V connection cords. Plug- 
ging /unplugging connection cords without disconnecting 
the power cord can cause malfunctions and may damage 
the unit. 

Do not connect power cords from components whose 
power consumption is largenhan what isindicatedonthe 
AC outlet at the rear of this unit. 



Connecting audio components 



Shape ot AC outlets 



U S A and 
Cauda 



AuM'* 



On At counirea 



SYSTEM CONTROL jacka - A 




To AC wall outlet 




Cassette deck or m 
graphic equ.lis.r-UW 



IN 



Cassette decker 
MD recorder 



OUT 



tI- ■ — 1 




Vioflodcck 



Monitor TV 




Record player 



Connecting the antennas 



Connecting the speakers 



AM anteimo fffffiftwJ connections 

O Push lever. © lrt**«t cord. © Return Ifrvar 






AM hop antenna 

The supplied loop antenna is lor use indoors Place it as 'ai as 
poss D'o I'tfi" the receiver, TV set, speaker cords and power 
cord, and adiust the direction tor best reception 



FM indoor an tenna 

The supplied mdoot antenna is loi temporaiv use onry For 
SlMlQ signal reception we recommend using an outflow 

anton-na Disconivact the indoor antenna when you connect 

onec-utdoors 

FM outdoor antanna 

Lead the 7611 coaxial cable connected to the FM ootooor 
antenna mio the room and connect it to the FM 7511 term »nal. 










ooooooo 


a 

a* 


m 




Uh *n antenna edar/to 
tCommeteiaitY available) \_ 



O Push lever. 



O Insert cord. 





FroM Speakers A 

-^.t Let 





Front Speaker* B 

Bight Led 




o 





Use if* 

SPEAKERS B 

tfnvtslB it you 

van i to connect i 
second 'tori! 
speaker system . 



To ptoducn sound from 
(HA powered sufcwofl'e'. 
torn the SPEAKERS A 
key on No sound will oe 
produced II only the 
SPEAKERS B k- v 



1 Never short circuit the + and - speaker co*ds 
1 If the left and right speakers are connected inverse ly or the 
speaker cords are connected with reversed polWtfV. thS 
sound will De unnatural with ambiguous acoustic imaging . 
Be sure to connect the speakers cotreetly 



A(te> confirming me speaker impedance indications primed 
on t he rear panel ot the receiver, connect speakers with 
matching impedance ratings Using speakers with a fated 
impedance- other Chan that indicated on the rear panel ol 
the receiver could result m malfunctions or damage to the 
speakers o* receiver. 



Connecting the system control 



Connecting ayatenri control cords after connecting a 
KENWOOD audio component 8-yatem lets yw take 
ol convenient system control operations. 



Thitunlt iflcomoatlble only with the [SL-161 mode. The 
system control operation is not available 11 the unit is 
*n the [XS-8). |XS). or [XR| connection 



conn 



II your component has the mode 
connected components to irie (SLI6) 



switch, senhe 




SV5IEM CONTROL coi-d 



EXAMPLE: (SL161 mode connection* 

Trie undarined portion r epraserts t he setti ngolthe systc" 

control mode. 



IS4.16J 

|SWl«W81DWeilXRl 



Cassette deck 
or MO recofoBr 



CD player 




SYSTEM 
C( >MRO 
ecnd 



[SL161 [XS] (XS8] 
PCS] | Bacdrf pliyaf 

• In ordw to lake advantage of the system control opera- 
tions. t">0 components must bo connected to the correct 
Jacks To use a CD player It must bo connected to the CD 
flcks To use a cassette deck (or MD recorder) it must be 

connected to the MD /TAPE iac* 5 VWhe n using mote than 
one CD player letc.) only trie one connected to the 

specrfi ed I acks may be connected I or sysi em control 
- Some CD play era and cassette decks are not co mpatible 

with the ISL1 Bl system conttol mod*. 
•Some MD players are not system control compatible 

You cannot make system control connections to this 

kind ol equipment. 



M:.:h- 



[SL161 egucmenlcafTOibecomanedwilhlXRl.lXSJ. 

anrj [XS8] equipment for system operations II your 

o<WP«"ent consists ot this kind o« combi nabon, please <*> 

ret oonnect any system control cords. Even without 

system control cords, normal operations can be cerriad 

oul wlrnout ©fleeting, performance. 

00 not connect system control cords to any comoonen Is 

otto lhan (hose spoofed by KENWOOO ItmavcauSa 

a malfunction and damage your equfmen*. 

Be su»e the system control plugs are inserted all tne way 

in to the system control tormina*? 



Do not connect a lysttm control cord to * cassette 

deck connected to the TAPE2/M0NITOR jack*. 



SYSTEM CONTROL operations 

Remote Control 

Lets you operate this unit vvith the system remote sup- 
plied with ihe receiver 

Automatic Opei ation 

When you stan playback horn a source component, the 
input selector on this unit switches io ifiai component 
automatically. 

Synchronized Recording 

Lats yt)u synchronize recording wnh the start ol playback 
vyhfln recording trom CD. MD or analog discs. 



Main unit 



ftand inocator* 
MUTE indicator 



Speaker indicators 
5 DIRECT indiwioi 



4 



WEk'Omaita'.Di 



TUNED mdearoi 



STEREO indicaioi 



tuhcd 

AUTO 



1APE 2/MONI Indians' 



IT! icl.^i. . 



FriK|uartcv4ispl3y- input display. 

p«tsei channel a^ouv 



ForU-S.A. 
and Cm* 




ON/STANDBV|i/6)k*y -145. 
Use W switch the Dower ON/STANDBY whan the PO WE H 
i* turned ON 
STANDBY indicator 
POWER hay 

IForUSA atftmuta) 

POWER key -Q£ 

Use 10 turn the power ON/OFF. 
STANDBY Indicator 
MULT1 CONTROL knob 

Used to make a variety of settings. 

BALANCE key - J.L 

Use to Adjust IN* sound balance. 

DIMMER key -Ji. 
Use 10 acbust the brightness of the display 
P.CALL vfA keys -_/.'_ 
Use (o call up previously registered radio stations. 

VOLUME CONTROL km* 



G PHONES lack 

Use for headphone listening. 
O SPEAKERS A 6 key* 

Use to turn speaker system A/8 on and oft. 
0 SOUND key 

Use to adjust the sound auaittv. 
O BAND hey 

Use to select the broadcast band. 
& AUTO key 

Use to select the auto tuning mode. 
© SOURCE DIRECT key 
® MEMORY key 

Use to store radio stations in the preset memory 
© TAPE 2/MONIT0R key -.Ji. 
O INPUT SELECTOR knob 

Use to select the input sources 



-OH 

HJfi 

--'I. 
- 1 i 



-IK 



Standby mod* 

While the standby indicator of the unit is tit. a small amount of current »s flowing into the unrt's internal circuitry to back up the 
memory This condition is referred to as the standby mode of the unit While the unit is in the standby mode, it can be turned ON 
from the temote control unit. 




KENWOOD 



Model. RC-RC799 



INunttfie key" 1 1-0. *1 Of 

II CD 01 MD 15 * elec,9d 1,5 ,he ,n01 " soui cb. these keys 
function as numere keys If tune* is selected as the -nput 
source, these keys we used 16 call up static* pfeSels 



) Component opeiuuuii r»t* 

Use these keys toopeimothercompwwnts with system 

conircl connections to the 'ectwer. 

TUNING H-- hw -UB 

11 tuner is selected as the ">pui source, mese keys func- 
lion as tuning keys. 

It CD oi MD is selected as the input source, those keys 
fund >on is search keys- 

P.GALL l>** k *Y* *HS 

If tu"i«r « se-lecied as the inpul source, these keys I unc- 

tk>n asP.CALLfceys. 

II CD- of MD is selected as the mpui source, these keys 
function assk-p keys. 

If tape is selected as the irtf>ut source, this key functions 
as (ne plav key tot side B o1 ihe cassette Ithe side f«">g 
away nom ,he ,,ont ol ,ne aec *^- 



BAND ikh) key -Ifli 
It lunei is s elected es the "»put source, this key lurtctions 

as the band selector key 

II CD is selected as the inpul Source, thiskov'unctinns as 
the play/pause key. 

HMD is selected as the input source, this key functions as 
ihe play Key 

DISC SKIP, A/B. 410O key 

If CO is selected «- the mpvi. source, thiskey'unctwn&as 
ihe multi-CD player disc skip. key. 

M TAPE is selected as the .nput source, ihis key is used lo 
swrieh between iho i*o decks (A ana B) of a double 
cassette deck. 

If MD <s selected as the i»pui source, thus key function as 
numeric key. 
AUTOH) key 

If lutier is selected as the input source, this key functions 
as the AUTO key. 

II CD or MD is selected as the input source, this key 

(unctions as the stop key. 
O VOLUME UP. DOWN keys 
O MEMORY key 

Use lo sto/e radio stations in the preset memory 
Q SOUND key - ' ' 

Use to adiust the sound -quality. 
O BASS BOOST key --L'-. 

Use to seiectthemayimumadiusimeni setting fonhetow 

frequency range. 
O DIMMER hey -_'<. 

Use tp adjust the brightness of the display. 
O Input selector keys -.R 

Use ic- select the receiver's inpul source. 
O POWER ( i/o )ltey -.IP. 

Use lo switch the power ON/ST ANDBV when the POWER 

■S turned ON. 

O S. DIRECT key ~UX 
© MUTE key -QD 

Use to temporarily mute Ihe sound. 
© MULTI CONTROL keys 

Used to make a variety of settings. 
G BALANCE key --1J. 

Use to adjust the sound balance 
O TA.PE2/ MONITOR K*y -3J-1& 



Preparing the remote control 



Lotting the batteries 

O Remove the cover. 




• insert two AA-size (RoSi batteries as indicated by the 
polarity martinga. 



Operation 

When the "STANDBY" indicator is lit tho power turns ON 
when you piess the POWER (1/6 1 key on theremotecontrol. 
When the doww comes ON. press the Key you want to 
operate. 

Remote sensor 



Operating lange 



!!-, 




Mod-el; RCR0709 
Infrared ray system 



• Vvhen pressing more lhan one remote control key SuCMS- 
£ivelv. Dress the keys securely by leaying an interval of l 
second or more between keys 



FM DE-EMPHASIS /CHANNEL SPACE 
switch 



US.A..Cansdm antf AwrraiiaJ 



' -.- DE-EMPH ASIS / CHANNEL SPACE switch on the rear 
panel Is set to the correct setting that prevails in the area to 
which the u««t is srupped. However, it the DC-EMPHASIS / 
CHANNEL SPACE setting: is not matched to the area where 

the unit is to db used; for instance when you moveo" Itorti 
a'ea 1 to a<ea 2 or vice versa, desned reception ot AM / FM 

broadcasts ■» not expected in this case, change tho DE- 
EMPHASIS / CHANNEL SPACE SGI ting in accordance with 
the area corresponding to the table Trie: DE-EMPHA515 is 

switched over at tie same tirr>e. 



■ When changing the setting ot the P€-emphasis / chan- 
nel SPACE swu ch. first disconnect the power cord ol the 
amplifier, the" change Ihe channel space switch, connect 
the power cord agaiA, and turn the power on. 




Am 


CHANNEL 
SPACE freq. 


FM DE- 
EMPHASIS 


1 U S. A. Canada. 

1 Hawaii. 

South American 
1 countries 


FM ; lOOkHs 
AM : 10kHz 


75 us 


2 


Other countries 


FM :50kHz 
AM : 9tcHi 


50 us 



Not us 

1The supplied batteries may have she* te< lives than ordinary 
batteries due to use during operation Checks 

2. When Ihe remote-controllable distance gets shorter than 
before, replace both batteries with new ones 

3. Placing the remote sensor in direct sunlight, or in direct 
light 1 10m a high frequency fluorescent lamp may cause a 
malfunction. 

In such a case, change the location ot the system installa- 
tion to prevent malfunction. 



1 



PO'-VfH 



ON.-STANDBY 

SPEAKERS A B >N UT SELECTOR 

MULT I CONTROL 

LANCE 



VOLJMf. CONTROL 




SOUND— 1 | SOURCE DIRECT 

•AUTO 



VOLUME UP CXXVN — 

sou NO- 
BASS BOOST— 




: : I j . J 1 

QOr-l 
nrioO 
oo - o 
on nu 



COV-IR 



— S.I 
— MUTE 
— BALANCE 
-MULTI CONTROL 
— INPUT Sf LECTOR 



Preparing for playback 

Some preparatory stepsarenwdeObetore starting playback. 

Tuning on the tec$iver 

O Turn on the POWER key to ON. 
»" «* CaaaaW 

0 Turn on the (Mwr «o this rw*vn by passing 0«/ 
STAND-BY 1 1/* I l«y. 



Selecting tha speaker system 

Press ire SPEAKERS AoiB kcyio select t>e speaker system 
to be used 



AON 



BON 



A*B ON 



A.BOFF 



Sound I'orn the speakers contacted to the 
SPEAKERS A terminals on the rear panel. 
Sound fio<n (he soeake<s connected to 11* 
SPEAKERS B temitnals on (he rear panel 
Sound liom ooih the speakers connected to 
the SPEAKERS A and B tornwvals on the iea' 
rml 

No souikI itom (he speake-is Use this setting 
wher > lisiemng with headp*K>rtes 



Trie indicator loi tiw sn^'S yov 

whiiI io use shook* M lit. 



-am 



Listening to a source component 

□ Use tha Input selector (INPUT SELECTOR) to salad 
the soitrca you want to lislan to. 

The input »o«rc»s change at ahown below: 

Selecting a lourca using thi INPUT SELECTOR 

©•TUNER NMquMMy display) 
q -CD' 

0 "TAPE 1- «-MD" 
O "PHONO" 
0 -AUX" 



Selecting MD/TAPE UMa'in unitonly) 

Select the source name corresponding to the component 
Cflnnected to ihe MD/TA.PE1 lacks The initial factory setting 
is "TAPE 1 ' . Tpchanoe ihe source name associated with ihe 
MO/TAPE1 n**s to "MO". loRow the steps below. 



O Use the IMPUT SELECTOR knob to 



"TAPE V 



Q Hold dcwn the ALITO k.y for more than 2 Mconds. 

■ The source indication changes to "MD". 

■To return to the original indication, repeat the above 

procedure 



• When selecting an input source by using the remole 
control . D'ess ihe desired input selector key. 

• The INPUT SCLE CTOR on the front panel ot th e re ceiver 

always cycles through all inputs 

B Start playback from the selected source. 

0 Use tha VOLUME CONTROL (VOLUME UP . DOWN) 
to adjust the vofume. 

• The sound ol input source cennol o« Miened to with 
TAPE2/MONITOR is ON 




Adjusting the sound 



Adjusting the rone 



Use the (allowing procedure 10 adjust the bass and treble 
levels. 

O Press the SOUND key to select the tone mode to be 
adjusted. 

BASS Select this (o adjust the low frequency range 

(Press the SOUND key once 1 
TREBLE Select this to adjust the high frequency range 

iPress the SOUND Key twice I 



Q Us* the M ULTI CONTROL lo adjust the sound quality. 

• The bass and treble Ievalss«ead|u5fabieliiwii -I D to *10 

in 2 stop increments 

• The adjusmvent item is displayed tw approximately 8 



. t.rn ■ I i 



Onco-touch low frequency emphasis 
(BASS BOOST) (Remote control only) 

use the following procedure to emphasize lie 
create a richer sound. 



the BASS BOOST key. 



and 



+ ID 



• Press me BASS BOOST key once to select the mam 
mum). 10) low frequency emphasis setting. 



Switching back to the previous setting 
Press the BASS BOOST key again. 



Muting the sound (Remote control only! 

MUTE lots you mute the sound of the speaks. 
. (he MUTE hey. 




IRPG ! 



• Muting can also bo cancelled by adjusting (he volume 



To cancel 

Press the MUTE key again so thet the "MUTE" 



SOURCE DIRECT playback 



Use this function to pass the source material *i«cl to the 
amplifier, bv passing any audio wtK9&*& 



P«es* the SOURCE DIRECT ISWMCT key. 

TRPC ! 




□ 



• Switch to another input sourco to cancel SOURCE DI- 
RECT (S.WRECT) playback. 



To cancel 

Press the SOURCE DIRECT (S.DIRECT1 key^gaiin^ 



Listening with headphones 

O Press the SPEAKERS A or B key so then the speaker 



Make sure Wie SPEAKERS nctalors are turned oH 



IRPE 



O Conned 



to the PHONES jack . 




6 Use the VOLUME CONTROL (VOLUME UP, DOWN! to 
adjust the volume. 

To aeViM the BALANCE 

The mode lor adjusting tfw volume balance between the left 
and right 

0 Press the BALANCE My. 

O Use the MULT) CONTROL to ad(ust the balance. 

Indicates the balance setting 



indicates t»e center. 




L - v 


- 9 



MMMER 

MULTICONtfiOL I I HWT SELECTOR 



SOUNC 



TAPE? . MONITOR 



SOUND- 




ULTI CONTROL 

APE2 .'MONITOR 
NPUT SELECTOR 



Recording audio 



Recording a music source 

O Use the Input selector 1INPUT SELECTOR! to siloct 
the source (other than "TAPE 1 "I you want to lecord. 

O S«t the cassette deck to r«ord. 

Q Start pl-ybach, then start recording. 



Copying tapes 



TAF>E1 - TAPE 2 copying 



0 Use the input 



"TAPE r. 



to the 



©■ Start playbee* on the 
MD/TAPE1 jacks and 
dock connected to the TAPf2fMONIT0R lacks 



• To copy tapes using a double cassette deck, r ef er to th« 
instruction manual ol the double cassette deck. 



TAPE2/MQNIT0R function 

You can connect a cassette deck or graphic equal^er to 
in* TAPE2/MONITOR jacks of the receiver ll a graph* 
equalizer is connected. I he T APE27MONITOH l^V should 
t» left in tha on position. Alternated it a cassette decfc 
equipped with a 3-ho ad system is connected to theTAPEV 
MONITOR racks, you will ne able to monitor the just- 
recorded signal while rnakirig recof'diriQS on the cassette 
deck. By switching the TAPES/ MONITOR key on and oH, 
you can compete the sound ol the source signal and (he 
lust-recorded signal. Fo' more information, relet to the 
ir\sti\»cwn manual ol irw connected t»m portent 

. The aflualli*. effect can be applied to tha played 

audio bill cantlOt t» recorded together with the 
audio signal. 

• Copy Irom "TAPE 2' to "TAPE l" is not possible 



Input level adjustment 

(when using the monitor function) 

If the input level while using the monitor (unction is too n*gh. 
adjust the input level as oescnbed below 

The input level cannot be adjusted when in the source direct 
playback mode. 

O Pies* the TAPt2/MONnOf» key 

© Press the SOUND key several times until the "INPUT" 



the input level. 



© Use the MULTI CONTROL to 



T.iO 

J. i » r 



UT -G 1 



• The adjustment mode is displayed loi aopnMimatety 8 



• The input level may be adjusted to any one ol 2 sellings; 
0 and -6. (The ftroal setting is 0.) 



the SOUND key to return to the input indication. 



Display dimmer adjustment 

The dimmer function lets you select the brightness of the 
receiver's display fou might find this useful if you darken 
your room to watch movies or listen lo mus*c 



time you press the DIMMER key. the display bright - 
tangea among the three available settings. Select 
the brightness level you find most | 
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Tuning radio stations 



□ Use the input seiector {INPUT SELECTOR to select 
the tuner. 

F3 Use the BAND key to select the desired broadcast 



Each press switches the band »s follows: 

-FM- or "AM* .ndcaw 



Q/Jss ffte ^VTO fcey to select the desired tuning 

Esch press switches the tuning method as f oUoWs; 

c 



O AMTO Ht (auto lunmgj ^ 
©AUTO not IK "manual tuning) J 1 1 J *Auto. 



u u 



• normally, set 10 "AUTO" (auto tuning). II the radio 
waves are w eak and there is a lot ol interference, swit ch 
to manual tuning (With manual (uning, stereo broad- 
casts will be received in monaural i 



OUse ttte MUIV CONTROL to select the station. 

Lights wtien a broadcast is 
being *oco**ea in Sterse. 



B3.0 



-TUWO- ir. 

drapJiysd virion a 
siaiicn isfaeef*nd 
frequency dttptay 
Auto tuning The next siaton is tuned auiomatkally 
Manual tuning : Tu' n the knob (press the key) 10 setecl 
the desired station. 



Presetting radio stations manually 

^™ ™*** 

□ Tuno id ffio sim'on row wa/rr fo sforo. 

&Press the MEMORY keywhifereceivingthe station. 

UQrttt loras-f-onOa 





§7*30 = 






1 *7\ \ 




BltAts for *j cbcjixK 





Proceed to step B wtthin 5 weoivds. lit more than 5 
seconds el»p», prtM the memory key *bM. 



0 Wse the MULTI CONTROL Jo select one ohhe station 
presets (1-401 

□ Press the MEMORY key to a ccept the setting. 

• Repeat steps D Q. Q iindfl to siora as ""any siaton* 
as necessary. 

• 1 1 you store a station ai a previously used preset, the old 
station will Be replaced by ihei new one 

Receiving preset st ations 

□ Use the input sole ctorONPUT SELECTOR) to select 
the tuner. 

EJ Using the remote control unit, enter the number of 
the preset you want to receive (up to "40"). 

Press tha numerk keys in the following order: 
For~15",pra*B E1°).lU 

For -2o- (P r«. 0g.0g.El 

• It you make a mistake ending a two dig* number, press 
the |n5l key several times to return to the ongmal 
display »"<■ start again. 



!5 



nn no's 

JU.UU » 



Receiving preset stations in order (P. cm) 
BUso the input selector (INPUT SELECTOR) to select 



□ Use the P.CALL key to select the desired station. 

* Each time you press tha P.CALL key. another preset 
StaWn <S received in order 

Presrt-g the P.CALL P*4 key IP.CALLM dOflt the 
following: 

01-02— 03 - -38-39— 40— 01-02— 03— 

thr P.CAU tM— lay (P. CALL vi does the 

01—02—03- 38-39—40—01-O2—03— 

Holding down tha P.CALL key, i«* you skip through 
the presets, receiving each for 05 seconds apiece. 



• Vou can also _se ihc TUNING key on tt*e remotecontrol 
to make the selection. 



Resetting the Microcomputer 

If the m»cocomput«r may malfunction (unit cannot bo 
operated, or shows an w toneous display) it the pawei cord 
s iinp>uaaed wtiiie 'he power is ON, c* due to some other 
exlemal facto*. If ills happens, execute the following pro- 
cedure to resell ie tnicrocompute' andreiurn the unit Id its 
normal operating condition. 

fiw USA eee* Caiutm 



I Inplny (he power cord fro-m the wall outlet, then 

pkig H back in while hoUinfl down the POWER key. 



With the power cord plugged in. turn the PO WE R key 
OFF. Then, while holding down the ON/STANDBY 
key, press the POWER hey. 



-Please note that resetting the microcomputer will clear 
the> contents ol the memory '"d 'Blums the unii to if* 
slate '» *vas m when it left the factory. 



■MiiiifiniGi . 

■ — ■ "I — : — i — R . 

Symptom CtH» J Hetneuy j 


-Ml i ii — — #■ 

No sound from the speakers. 


■ The speaker cords, ara disconnected 

• VOLUME is set tg the rn.nirngm posi- 
tion- 

• MUTE is ON 

t Ihe SPEAKERS switches are set toGFF. 


• Connect properly relernng to "Setting 
up ttwiystero" -L-L 

• Adjust the volume to a proper level 

• Turn OFF the MUTE -0Q 

• Set the SPEAKERS swtchlesl to ON. 


The standby indicator bUnks end 
sound i* not output. 


• Speaker cords are shon-cucuitetl 


■Turn the powfii oil, eliminate the ?hon> 
cireurting, then turn on the power agjw» 


Sound is not output trom one ot 
the speakers. 


•The speaker cord is disconnected 


• Connect prooflily referring, lo "Setting 
upthesystem-. -USJ 


A. humming riOis* IB oeiwated 
when the PHONO inptrt selector Is 


• Trw audiocord from the turntable is not 
connected 10 the PHONO Hicks 

• The turntable is not grounded. 


• Insert tne audio cord plugs securely into 
ihe PHONO lacks 

• Connect 1 he grounding wire 10 Ihe GND 
terminal on the rear panel. -£Q 



Tuner 



Radio stations eennotbe received. 


• No antenna is connected 

• Ihe broadcast band « not set properly. 

• The frequency ol the desired station is. 
not tuned 


♦ Connect an antenna ~QQ 

• Set the broadcast band property 
■Tune the frequency of the desired Sta- 
tion. -G2 


1 nterf erenoe . 


» Noise due to ignition noise trom en auto- 
mobile. 

* Noise due to interference from an elec- 
tric appliance 

• Noise due to a nearby TV set 


• Install tho outdoor antenna away from 
the road. 

. Turn oft t he power to the appliance 

• 1 n stan the receive' farther away from the 
TV. 


be received by pressing the eorre- 


■ The preset staior. belongs to afreQuency 
that cannot be received 

• The preset memory was cleared be- 
cause the power cord had been un- 
plugged lor a long period ol time 


• Preset a station with a receivable fre- 
quency. 

• Preset the station again. 



Remote contiol unit 




• Batteries are exhausted 

• The remote control unit is loo far away 
from the main system, controlling angle 

is too targe. 01 there is an obsisd* be- 
tween tri© rece»ve' and the remote. 
■ The audio cords and system control cords 
are not connected properly 
•No software is loaded in the source 
component. 

• An attempt is made to play a tape which 
is being recorded in the cassette deck. 




• Replace with new batteries. - _|_ 
•Operate the remote control unit within 
the controllable range 



• Connect propeilv referring 10 "flatting 
uptheaystem" -1 -.f. 

■ Place softwarein the source component 
you want 10 pay 

•Wait until recording has completed. 



Memory back up function 

for u s A aad Canada 

Please note mat the following items will be deleted from 
the um t 's memory if the power cord is d isconnec ted f r om 
the AC outlet for approximately 3 days. 
Cxeapt tot USA. and Canada 

Please note that the following items will be deleted from 
the unri '3 memory ii tine power cord isdiseonnectedfrom 
trie AC outlet or the main power switch is turned oft for 
approx una teiy 3 days . 

• Power mode 

• Input .selector sellings 
•Volume level 

• Broadcast band 

• Frequency selling 

• Preset stations 



For theU.SA. 



FCCWAMINC 

This equipment may generate or use radio "frequency energy. Changes or modifications to this equipment nuy cause harmful 
interference unless the modifications are expressly approved in the instruction manual The user ccwM lose the authority to 
operate this equipment if an unauthorized change or modification is made. 

NOTE: 

This equipment has been tested and found tocomplvwithi the limits for a Class B digital device, pursuant to Pan 15 ot the FCC 
Rules. These limits are designed to provide reasonable protection against harmful interference m a residential installation This 
equipment may cause harmful interference to radio •communications, it it is not installed and used ■« accordance with the 
instructions. However, there is no guarantee that interference wilnot occur in a particular installation It this equipment does 
cause harmful interference to radio or television reception, which can be determined by turning the equipment oil and on. the 
user Is encouraged to try to correct the interference by one or more of the following measures: 

— - Reorient or relocate the receiving antenna. 

— Increase the separation Between the equipment and receiver. 

-- Connect the equipment into an outlet on a circuit different from that to which tn« recwvtti $ connected. 

— Consult the dealer or an experienced radio / TV technician for help. 



Nota to CATV system installer: 

This reminder is provided to call the CATV system installer's attention to Article 820-40 of the NEC that provides guidelines 
for proper grounding and, h particular, specifies that the cable ground shell be connected to the grounding system of Ihe 
building, as dose to the point ol cable entry as practical. 



ForU.S.A. and Canada 
I AUDIO section 1 

Rated powar output during STEREO opwitioii^ 



100 watts pw channel minimum RMS. both channels 
oVtvan. at 8 U from 40 Hz lb 20 kHi with no more than 
0.5%lotalhannonic(SitamoMFTC) 



Total harmonic distortion 0.02 % 11 Mta, 50 W, 8 |j| 

Signal to noise ratio (IHF66) 
PHONO IMM) 7SliB 

CD id mi M <»<- H.lll itHHIt II iBMiieieieaeWBHMiMilBliririn - 

Input sensitivity f Impedance n 

PHONO «MM| 2.B mV/27 Hi 

CD • 200 mV / 47 •«« 

Output level / impedance 

TAPE re 6 Z ZOO mV /2JkD 

PRE OUT (SUBWOOfER) 2V/2,2kfl 

T m5T! eOdBWIWHs] 

TREBLE ...... - a9dB(at 10 kHz! 

| FM tuner section 1 

Tuning frscuancy ranos 87.5 MHi - 108.0 MHz 

Usable sensitivity (MOHO* 1.8 l«V 175 Si)/15.2dBt 

|T5kHz DEV.. SINAD 30 dB) 

50dB quiatinB stniitivity 
STEREO ..- 81.6 |iV 479 fll/ 41.2 dBI 

Total harmonic distortion (1 kHz! 

MONO 0 6 % 185 dBf input) 

STEREO O.TM65 dBI input) 

Signal to noise ratio 11 kH>. 75 kHi D€V.| 

MONO • .....75 dB (65 dBI input) 

STEREO MdBtSSdWU-iiB 

Stereo aeparation 11 kHz! 38 dB 

Selectivity 1*400 kHil ,n. 65 dB 

frequency response (30 Hi - 15kHz), «G5 dB - -3.0 dB 

I AM tuner aectkm ) .., 

Tuning frequency range ~ S30 «ni - *.'uw *™ 

Usable sensitivity 130%. mod.. S/N 20 d8) 

... 16 H v /I800 uV/ml 

Sig nal to noiae ratio 130% mod. 1 mV Inputl 50 dB 



[ GENEAL ] 

Power consumption — 

AC outlet 

SWITCHED 

Dimensions — 



2 8 A 



2 (total 150 W. 1.26 A max.) 

.__ W:44C mm 117-5/16') 

H:1«mm (S-11/18") 
D:389 mm (15-5/16-1 

(Net) - 8.0 kg (17.6 Bbl 



For other countries 

I AUDIO section ) 

Effective power output during STEREO operation 

1Mfe,10* T,H.D..flt 0 (1 140 W * 140 W 



100 warn pet- channel minimum RMS, froth channels 
driven, et 8 ii Irom 40 Hi to 20 kHz with no more than 
0.5 % toial harmonic distortlon.lFTCI 



Total harmonic distortion 0.02 % 11 kHz, SOW, 8 ll\ 



Signal to noise ratio IIMF66I 
PHO 



75 dB 



HONO IMM) 

CD M dB 

Input s»nti1ivitv/ impsdince 

PHONO IMM) 2.5 mV / 27 kiJ 

CD Z« mV/47 kil 

Ouiput level / impedance 

TAPE REC 200 mV / 2.2 kli 

PRE OUT ISUBWOOFER] 2 V / 2-2 kfl 

Tono control 

BASS s9dB(at100H2) 

.9 dB (at 10 kHz) 



I FM tuner section 1 

Tuning frequency range 87.5 MHz - 1GB.0 MHz 

Usable ssnsitivity (MONO 16 M V 175 UU 15.2 dBI 

(75 kHz DEV., SINAD30dB) 

50dB quieting sensitivity 

STEREO 31.8 gV (75 U)l 41.2 dBI 

Total harmonic distortion (1 kHz) 

MONO M* IBS dBf Input! 

STEREO ,.„.„„„. ... 0.7 % (65 dBf i np«*t) 

Signal to noise ratio (1 kHi, 75 kHz DEV.) 

MONO - 75 dB (65 dBf inputl 

STEREO uu u 68 dB IS5 dBf i nput) 

Steveo separation |1 kHz) ~ 38 dB 

Selectivity (±400 kHz) dB 

*equenc ¥ response (30 rte-IWW, *M dB - -3.0 dB 

[AM tuner section I 
Tuning frequency range 

9 VH« step 631 kHz - 1,602 kHz 

10 kHz step (except Australia) .... 530 kHz. - 1.61 0 kHz 

Usable sensitivity (30% mod,, S/N 20 dB) 

_ 16uV,M6O0 pV/ml 

Signal to noiae ratio 130% mod. 1 mV inputl 50 dB 

I GENEAL ] 

Power consumption 280 W 

AC outlet 

SWITCHED (lor Australia) 1 Ito-Ml 150 W ma».l 

S-WITCHED (except Australia! 2 Hotel ISO W ma*.) 

Dimensions • W:440 nw H7-5/16') 

H:144mm (6-11/16-) 
D:389mw M5-5/16") 

: IMttl _e «.0 *9 <"•• lb > 



Notes 

i KENWOOD loilovvs a colicv ol continuous advancements in development. For this reason specifications may be chanaW 
without notice. 

2. The lull peHtxmance may rot be exhibited m an exiremely ccej l ocation (under a water-lioezing lemperatuie ) 

for year records 

Record the serial number. towvJ on the back of the unit, in 
the spaces designated on the warranty card, and m the 
space provided below Refer to 1ha model and serial 
numbers whenever you call upon your dealer lot informa- 
tion or service on this oioduct 



KENWOOD 



Made: 



Senai Number 



IMPORTANT SAFEGUARDS 



Please toad all of the safety and operating instructions 
before operating this appliance Adhere to all wanwigson 
the appliance and in the nsuueuan manual. Folow all ttie 
safely and operating instructions These safety and 
operating mstruciions should be retained for future 
raferanco. 

1. Power sources- The appliance shouW be connected to 
a power supply &r>ty of trie type describe d in me mstrueti on 
manual c 35 mjrkeg* on the typttyct II you are not sure 
o>l the type of power supply to your borne, consult vour 
appliance dealer or local power company For appliances 
intended touperate Iran baitery power v other sources, 
refer to the Instruction manual 

2. Power-cordprotection Power-supply cords should 
be routed so that they are not likely to be walked on 
or pincried by items placed upon or against ihem. 
paypa'ticula'atteritionioOO'dsat pluQs. convenience 
receptees., and the point where) they e»n Iromihe 
appliance. 

NoiB' pUI V VtlOi 




3 CAUTION - Polarization - TTvs appliance may 
beectuCfMd wrthapolar^efla'tafnatng-cuiioni line plug (a 
plug having one blade wider men m e otherl Ttv* plug will 
fit into the cower outlet only one way. This is a safety 
f eatuie. II you are unable to insert the plug f uiy into ihe 
outlet, try revering IN* plug II the plug snould soil fail to 
I K. contact your etectnci an to retrace your oOso lete outlet 
Do not defeat the safety purpose of the pahrbwl plugr 

4. Ventilation - Slots and openings in the cabinet are 
provided for ventilation end to ensure reliable operation of 
t he appMnce an d lo proiect n from overheating, and these 
openings must not ce blocked or covered Tho appliance 
should be situated so that its location or position does not 
interfere- with us proper ventilation. 
To maintain good ventilation, do noi put rec ords or a table- 
cloth on trie appliance. Place the appliance at least 10 cm 
away from tho walls 

Do not use the apphanw on a bed. sofa, rug or s*miar 
surface that may block the ventilation openings. This 
appliance sh ould noi be placed in a built -*> instafet On such 
as a tookcase c* rack unless proper ventilation is provided 
or the manufacturer's instructions have been adhered to 




S. Water and moisture - The appliance should not be 
used near water ■ lot example, near a bathtub, 
uyas-hbowi. kitcnen sink, laundry tub. in a wet 
basement, or near a swimming pool, etc 



m 

6. Temperature - The appliance may not function 
properly if used at extremely low. or Greeting 
temperatures The ideal ambient temperature is 
above *5'C i4l"Ff. 

7. Heat - Tne appliance should be situated away from 
heat sources sucn as radiators, heat registers, stoves, 
or other a opl-ances (inel uding ■ mplil tersl i hat produce 
h«t. 

8 Electric shock - Care should be taken so tha t obiocas 
do not Ia4l and liquid is not spilled into the enclosure 
through openings. II a metal gpiecia, such as ah«ir 
pm or a need le. comes into contact wiih the inside of 
this appliance, a dangerous electric shock may result, 
for families with children, never permit children to 
cut anything, especially metal, inside this appliance 




9. Enclosure removal - Never remove the enclosure 
If the intemaipertsaretoucheci accidentally, a serious 

electric shock rmpnt occur. 




10. Magnetic field* - Keep the appliance away front 
sources -of magnetic fields such as TV sets, speaker 
systems, radios, motorized toys or magnetized 
objects. 

11. Cleaning - Unplug, this appliance from the wall 
outlet before cleaning Do not use volatile solvents 
such as alcohol, peint thinner, gasoline, or benzine, 
etc to clean the cabinet Use a dean dry cloth 

12. Accessories - Do not piece this appliance on an unstable 
cat stand, tnpod . br aoke t. or table. Trie appliance may fa", 
causing senous injury to a child or adult, and senous 
damage to the appliance Use orfy with e cart, stand, 
tripod, bracket, or table recommended by the rYarWactufe'. 
or sold with the aw*ence. A/iy mounting of the appliance 
should foaow the manufacturer's instructions, and should 
use a mounting accessory recommended by the 
manufacturer An aopiience and can cordnauon should 
be moved wrth care Ouit* stops, excessive force, and 
uneven surfaces may cause the appliance and cart 
combination io overturn 




Bseo9e*.i3o? 



i'ci'i.'F'u ■' 



ii- 



ij .Lightning - ^or added protection I™ inr. aenliitnce during 
a tflhimng storm, or when it is left unattended and unused 
(or long periods oi Time, urvjiuo <i from the wall out lot ana 
dfsconooc ihe antenna or cable system. This will prevent 
damage to the appitar>ce doe to lightning aid pov«erJine 
uirgw. 

14. Abnormal smell - If an abnormal small or smoke is 
defected, immediate lytu'ntheDo**r0^and unplug 
thrigr^lancrr from the vvallouUet Contact youros-aler or 
nearest service conlor 




1&. Da mage ■•Quiri ng service- - The Appliance should 

be serviced Dy Qualified service personnel wren. 
A. The power-supply cord or the plug has Coon 
damaged 

6. ODiecss have 'alien, oi liquid has Been spilled I tito 
the ape-nance. 

C. The appliance has been enposeo to ram or water 

D. The appliance does not appear to operate normally 
by follevnrig ihe instruction manual. Adjust onv those 
centres trial am covered by the instruction manual as an 

fiproper Mjus imam of oth w controls may result ii damage 
and will often reouire e«ter«srve work by a qualified 

technician io resto re the aoplia nee to its normal operat ion 

E. Th« appiisnca hasbeendioooed. or the enclosure 

damaged. 

F. The appliance oahtsits a marked change in performance 

16. Servicing - The us-at shQyiclnot attempt loservice 
the apofiance beyond that described in ihe instruction 
manual All other servicing should be referred to 
qualified service personnel. 

17. Out door anrenna grounding - 1* anoutside antenna 
ia connected io ine appliance. Be sure ihe antenna 
system is grounded 508510 provide some protection 
against voltage surges and built up StatK charges 

Article 81 0 c-l the National Electrical Code ANSI/ 
NfPe, 70. provides information wth respect to proper 
grounding of the mast and supporting structure, 
grounding ol ihe lead«n wire to an antennadiscnarge 
unit, sire of grounding conductors. locai»on of antenna 
discharge unit, connection to grounding electrodes. 

and requirements lor the grounding electrode See 

Figure. 
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IB. Power lines - A" ouiso© antenna system srtoufcl noi be 
located in the vicinity of overhead po-ve* lines <x other 
elecinc ligtit or power or cults, or where n can I a* into s usri 
power lines or circuits. When installing' an outside antenna 
system, eatreme cere Should O* lakon to keep I'om 

touchi ng s uch power « nes or c ireuits as coniact wi ih inem 

might be fatal- 

19. AC outlet*- Do not connect oiher audio equipment 

with a power consumption larger than that specified 
to ihe AC outlet on the rea* panel Never connect 
other electrieaiapfliiances. sucnasanironortoaste-. 
to it to p-evrtnt fire or electric shock 




20. Overloading - Oo not overload wall outlets, extenson 
cords, or integral convenience receptacles as tfvs can 
retsun m a nst ot 'ire or Wear ic shoes. 

21 . Attachment - Do not use attachments not recommended 
Dv the app**nce manufacture) as they may cause hazards. 

22. Replacement parte - When re placement pans are required, 
be sure the service tecnnKian has used replacement cans 

specifiers by the manufacturer or nave the same- 
char *cteiistics as the original parts Unauthorised 

substitutions mav result m lire, eleetnc Ghrxk. or other 
hazards. 

23. Safety check - Ucon eompletiw ol a ny s ervi ee or repair « 
to the appliance, ask the service techmcan to perform 
safety checks to determine that Ihe appliance <s in proper 
Operating concHon 



l\ OtCJ 

t. "e*n 3 u not .«qu*ed e-cept yoftea o< p*a»Md wcie-i 

2 Item 1 7 and 18 eve net leauinM e*C«pt lor una provded with 

3 lloml7eom«rt«withUi.irirneU.S» 
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